
Duraslope Trench Drain

Various grating options
•	ADA	compliant,	Heel-Proof	options	
•	 	Plastic	grates	
Array	of	colors	
Pedestrian	and	light	traffic	rated

•	 	Galvanized	&	stainless	steel	
Pedestrian	&	heavy	traffic	rated

•	 	Cast	&	ductile	iron	
Class	D	heavy	traffic	rated	(with	frame)

•	 	Decorative	grates	(ductile	iron)	
Standard	black	electrostatic	coating		
or	raw	iron	Class	C	traffic	rated
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Lightweight 4ft  modular sections
•	 	Easier	handling	and	installation
•	 Lower	freight	costs

Smooth HDPE interior
Virtually	no	water	absorption

HDPE MATERIAL
•	Durable	
•	 Inexpensive	
•	 	Less	breakage	versus		
concrete

•	Chemical	resistance

2” radius bottom 
Minimizes	debris	build-up

Interlocking tongue and groove joints

•	Secures	alignment	
•	Ensures	straight	channel	runs
•	Easy	assembly	and	installation

DURA-SLO
PE

MADE IN
 U.S.A.

1-8
88-825-47

16

DURA-SLO
PE

MADE IN
 U.S.A.

1-8
88-825-47

16

DuraLoc™ integral joint lock

•		Prevents	joint	movement	during	
installation

•	No	extra	clamps	or	screws	needed	

ProFit™ locking system

•	Locks	grate	to	integral	frame
•		Supports	product	in	shipping	
and	installation	(included)

LeveLoc™ re-bar supports with
integral protruding knob

•	Levels	channel	and	grips	re-bar	
•	Requires	fewer	accessories
•	Grips	#3	and	#4	rebar	
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0.7% built-in Slope
•	 	Maintains	optimum	flow	rates	
throughout	system

•	 	Also	available	in		neutrals;	
non-sloped	sections

•	 	Pre-sloped	and	neutrals	available	
in	depths	from		from	4”	to	12”	

Blank Grate Insert
•	Eliminates	use	of	plywood
•	 	Slides	for	overlapping	of	
	channel	sections

•	 Includes	grates	screws

Bottom outlet on each 
channel section
•	System	versatility
•	Requires	fewer	accessories	

APPLICATIONS
• Driveways
• Warehouses
• Irrigation Rooms
• Parking Lots

FEATURES
• Durable
• Built-in slope (non-slope also available)
• Easy Installation
• Chemical Resistant
• Many Different Grate Styles Available

SPECIFICATIONS
• Material: HDPE
• Slope: 0.7% (non-slope also available)
• Depth: 4” to 12”
• Width: 6”


