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\\‘\l SOUTHERN Rondo Micro Sprinkler

APPLICATIONS

o Vegetable fields e Orchard

e Greenhouses e Vineyard

FEATURES

e Designed to be installed upright or inverted

e Single or double bridge frames

e  Works with multiple assembly options

e Easily disassembled

e Anti-insect snap-fit cup (optional)

e Numerous deflector plates for specialized spray patterns
(optional)

PRODUCT OPTIONS

e Flowrates: 8-79 gph

OPERATING GUIDELINES

e Recommended operation pressure: 36-58 PSI

THE PERFECT CHOICE FORYOU

This medium range sprinkler has a wide range of configurable
features and flexible installation options, so the Rondo can
deliver the spray pattern that’s right for your crop. It delivers
gentle droplets and a consistent spray pattern while inverted
in greenhouses, under the canopy in orchards and on metal
stakes in vegetable fields.

The Rondo’s spray pattern size is moderate to wide and can be
used for spacings of up to 24 feet by 24 feet.
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MAX. RECOMMENDED NO. OF
SPRINKLERS ON IRRIGATION LATERALS

Tube Spacing Between Emitters (ft)
Diameter

Light blue 70 25 23 21 20 19 18
@) 79 32 29 27 25 24 23
Black 70 24 22 20 18 17 17
(11 79 31 27 25 24 22 21
Blue 70 20 18 16 15 14 13
(13) 79 25 22 21 19 18 17
Dark 70 16 15 13 12 12 11

Blue
(17) 79 21 19 17 16 15 14
Green 70 14 13 12 11 10 10
(20) 79 18 17 15 14 13 13
Red 70 12 10 10 9 8 8
(27) 79 15 13 12 12 11 10
White 70 10 9 8 7 7 7
(35) 79 13 11 10 10 9 9
Violet 98 15 14 13 12 11 11
(46) 126 24 22 20 19 18 17
Vellow 98 14 13 12 11 10 10
(54) 126 22 20 18 17 16 15
Brown 98 12 11 10 10 9 9
(67) 126 19 17 16 15 14 13
Orange 98 11 10 9 9 8 8
(79) 126 17 15 14 13 12 12
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RONDO -
PERFORMANCE DATA

Effective Wetting Diameter

Deflectors

[ Vit | Grar™ | B | 20| 0 | 180

Intelligent Water Solutions

Light Blue* 8 21 14 24 17 na na na
Black .03 11 19 15 28 22 7 8 8
Blue .04 13 22 16 28 24 7 9 9
Dark Blue .04 | 1764 25 18 28 24 8 11 9
Green .05 20 29 17 32 26 8 12 9
Red .06 27 31 18 35 28 8 13 10
White .06 35 33 24 35 28 9 14 10
Violet.07 46 34 25 37 30 9 16 10
Yellow .06 54 36 26 37 31 10 18 10
Brown .06 67 36 28 37 31 11 20 11
Orange .09 79 36 30 35 31 12 20 11

Pressure: 29 PSI

* Light Blue - Ultra threaded 0.0197” nozzle only
** Upright position: 10” above ground level

***Inverted position: 79” above ground level

Performance data are obtained under ideal test conditions and

may be adversely affected by wind, hydraulic conditions and

other factors.




